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MATERIAL SAFETY DATA SHEET (MSDS)

SECTION 1: PRODUCT AND COMPANY INDENTIFICATION

Product name :DY3650-650 Metal-In Static Shielding Bag
Productuse  : Metal-In Static Shielding Laminated film
Composition : PE + Polyester + Cross-linked polyurethane resin
Manufacturer : DOU YEE

SECTION 2: CONTENTS

INGREDIENTS CONTENTS (%, w/w)
Polyethylene 75
Polyester 23
Cross-linked polyurethane resin <3
Proprietary coating <1

SECTION 3: HEALTH HAZARD DATA

Inhalation: Not a route of exposure under normal usage. Elevated processing temperature
may release irritating vapours.

Skin : Not considered hazardous. May cause mild skin irritation after prolonged or
repeated contact.

Eye : Not considered hazardous. May cause mechanical irritation if film comes into
contact with the eye.

Ingestion : Not a route of exposure. Not considered hazardous.

SECTION 4: FIRST-AID MEASURES

Inhalation : None needed under normal usage. If exposed to vapors at elevated
processing temperature, remove to fresh air. Get medical attention if ill effect
persist.
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Skin : None needed under normal usage. If irritation develops, wash thoroughly
with soap and water. Get medical attention if irritation persist. Protective
glove may be required for those with sensitive skin.

Eye : None needed under normal usage. If material comes into contact with eye,
flush eyes with water while holding eyelids apart to ensure complete
irrigation. Get medical attention if ill effect persist.

Ingestion : None needed.

SECTION 5: FIRE AND EXPLOSION DATA

Flash point : more than 250 . No explosion limit.

Flammable limit - N/A

Extinguishing media: CO2, Dry chemical, water or foam

Usual fire hazard : Product is not highly flammable. But if in contact with flame will
melt and burn and may drip flaming plastic. When heated above
250 , gaseous decomposition products such as toxic fumes of
CO, CO2, acetaldehyde and other irritating fumes are released.

Special fire fighting : Avoid breathing the fumes of the fire and wear breathing

instruction apparatus in enclosed space.

SECTION 6: ACCIDENTAL RELEASE MEASURES

Remove mechanically and dispose of at a waste disposal site.

SECTION 7:STORAGE AND HANDLING

1. Handling  : Use normal personal hygiene and good housekeeping.

2. Storage : No special precautions. Recommended to store products in a cool, dry
area, away from direct heat or sunlight.

SECTION 8: EXPOSURE CONTROL/ PERSONAL PROTECTION,

1. Technical Protection
Not required under normal usage
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SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES




